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DT125

NON-WOVEN HOODED OVERALL - SINGLE-USE
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Product specifications

Non-woven overall with three-sided elasticated hood. Made in 2 materials: laminated microporous and SMS.
Fastening with zip under flap. Elasticated round head, waist, cuffs and ankles. Individual pack.

Front: Microporous laminate 60 g/m?2,
Back: SMS 52 g/mz,

COLOUR
White-orange

SIZE
M, L, XL, XXL, 3XL

Product Use - Risks
Z
Antistatic Biological chemical particles

A
A Second work / craftman

B

Light industry
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Product's highlights & user's benefits

Supports head movement for increased
comfort

Reinforced crotch for a better tear resistance

* DELTATEK® 5000 - white non-woven

The polyethylene film ensures greater
resistance to chemical hazards and higher
mechanical resistance (abrasion - tearing).
* Polypropylene SMS - orange non-woven
The SMS process allows good product
breathability.

Optimum comfort
Reduces heat sensations thanks to the
ventilated back

Minimizes the risk of lints
Antistatic
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Certifications and Standards

C€

PPE DIRECTIVE 89/686/EEC
EN ISO 13688:2013 General requirements

EN ISO 13982-1:2004+A1:2010 Protective clothing for use against solid particulates - Type 5

clothing
5: Protection against dust (asbestos) Type 5

EN13034:2005+A1:2009 Performance requirements for chemical protective clothing offering

limited protective performance against liquid chemicals (Type 6 equipment)
6: Limited protection against liquid chemicals Type 6

EN1073-2:2002 Requirements and test methods for non-ventilated protective clothing

against particulate radioactive contamination
1: Radioactivité - Facteur de protection 5 - Classe 1

EN1149-5:2008 Electrostatic properties - Part 5: Material performance and design

requirements
=<2,5: Surface resistivity inferior or equal to 2.5x10° Ohms on one surface at least following EN1149-1

References Bar code COLOUR SIZE 9 a
DT125TM 3295249202965 White-orange M 50 -
DT125GT 3295249202958 White-orange L 50 -
DT125XG 3295249202972 White-orange XL 50 -
DT125XX 3295249202989 White-orange XXL 50 -
DT1253X 3295249202996 White-orange 3XL 50 -
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